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Additional Resources

These documents contain additional information concerning related products from Rockwell Automation.

You can view or download publications at http://www.rockwellautomation.com/literature/. To order paper copies of 
technical documentation, contact your local Allen-Bradley distributor or Rockwell Automation sales representative.
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Resource Description

Industrial Automation Wiring and Grounding Guidelines, publication 1770-4.1 Provides general guidelines for installing a Rockwell Automation industrial system.

Product Certifications website, http://www.ab.com Provides declarations of conformity, certificates, and other certification details.



CoilTechnicalData —20/25…40A,1-and2-PoleContactors

20/25…40AOne-PoleContactors 20/25…40ATwo-PoleContactors

NominalACCoilVoltage[V] 24 120 208/240 277 480 24 120 208/240 277 480

MinimumPickupVolts 18 88 177 221 384 18 88 177 221 384

Drop-OutVoltsRange 6…15 20…70 40…140 50…165 150…270 6…15 20…70 40…140 50…165 150…270

NominalInrushVA
50Hz 31 31 31 31 31 33 33 33 33 33

60Hz 28 28 28 28 28 30 30 30 30 30

NominalSealedVA
50Hz 6 6 6 6 6 8 8 8 8 8

60Hz 5 5 5 5 5 6.5 6.5 6.5 6.5 6.5

NominalDCResistance(Ω) 18 420 1800 2500 3050 11 237 1000 1600 3050

2 Rockwell Automation Publication 400DP-TD001A-EN-P

400DefinitePurposeContactors Specifications

NumberofPoles
FLARating

[A]
Arc

Cover StandardTermination Certifications

1

20…30

Optional

#10-32screwwith1/4 in.
QC

40
Boxlug

(optionavailableto
acceptringterminals)

2

20…30 #10-32screwwith1/4 in.
QC

40
Boxlug

(optionavailableto
acceptringterminals)

3

20…30

Standard

#10-32screwwith1/4 in.
QC

40
Boxlug

(optionavailableto
acceptringterminals)

3

50,60 Standard

Boxlug
(optionavailableto

acceptringterminals)
75,90 Standard

4

20…30

Standard

#10-32screwwith1/4 in.
QC

40
Boxlug

(optionavailableto
acceptringterminals)
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CoilTechnicalData —20/25…40A,3-PoleContactors

NominalCoilVoltage 24 120 208/240 277 347 480

MinimumPickupVoltage[V] 18 88 177 220 277 384

Drop-OutVoltage[V] 6…15 20…70 40…140 50…185 85…225 150…270

NominalInrushVA
50Hz 65 65 65 65 65 65

60Hz 60 60 60 60 60 60

NominalSealedVA
50Hz 7.5 7.5 7.5 7.5 7.5 7.5

60Hz 6 6 6 6 6 6

NominalDCResistance(Ω) 7 180 720 900 1330 2425

CoilTechnicalData —20/25…40A,4-PoleContactors

NominalACCoilVoltage[V] 24 120 208/240 277 347 480

MinimumPickupVoltage[V] 18 88 177 220 277 384

Drop-OutVoltage[V] 6…15 20…70 40…140 65…185 85…225 150…270

NominalInrushVA
50Hz 62 62 62 62 62 62

60Hz 60 60 60 60 60 60

NominalSealedVA
50Hz 9 9 9 9 9 9

60Hz 7 7 7 7 7 7

NominalDCResistance(Ω) 6 150 600 750 1205 2195

AuxiliaryContacts —20/25…40A,3-and4-PoleContactors

Description
SteelBackPlate

Cat.No.

1N.O./1N.C.w/QCs♣ 400-AB1

SPDTw/QCs∆ 400-A1

2-SPDTw/QCs∆ 400-A2

♣ Contactratingsingle-circuitN.O.orN.C.:

[V] 120 240 480 600

Current[A]

Break 3.0 1.5 0.75 0.6

Make 30 15 7.5 6

Continuous 10 10 10 10

∆ ContactratingSPDT:
10A,1/3Hp,125or250VAC;
1/2A,125VDC;
1/4A,250VDC;
4A120VAConlampload

CoilTechnicalData —50…90A,3-PoleContactors

NominalACCoilVoltage[V] 24 120 208/240 277 480

50&
60A

75&
90A

50&
60A

75&
90A

50&
60A

75&
90A

50&
60A

75&
90A

50&
60A

75&
90A

MinimumPickupVoltage[V] 18 18 93 88 177 177 235 220 374 384

Drop-OutVoltage[V] 6…15 6…15 20…70 20…70 40…
135

40…
110

50…
180

65…
185

120…
286

150…
270

NominalInrushVA
50Hz 140 285 140 285 140 285 140 285 140 285

60Hz 132 240 132 240 132 240 132 240 132 240

NominalSealedVA
50Hz 20 42 20 42 20 42 20 42 20 42

60Hz 14 27 14 27 14 27 14 27 14 27

NominalDCResistance(Ω) 2.4 0.63 45 15.6 180 63.5 280 84 852 255

AuxiliaryContacts —50…90A,3-PoleContactors

♣ Contactratingsingle-circuitN.O.orN.C.:

[V] 120 240 480 600

Current
[A]

Break 3.0 1.5 0.75 0.6

Make 30 15 7.5 6

Continuous 10 10 10 10

∆ ContactratingSPDT:
10A,1/3Hp,125or250VAC;
1/2A,125VDC;
1/4A,250VDC;
4A,120VAConlampload

Description Cat.No.

1N.O./1N.C.w/QCsandscrews♣ 400-AB6

1N.O.w/QCsandscrews∆ 400-A6

1N.C.w/QCsandscrews∆ 400-B6
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