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� IP65/66, Type 4/4X/13
� Engineering grade thermoplastics
� Chemical-resistant for harsh environments

Bul. 800FP Plastic
Operators Bul. 800FM Die-Cast Metal

Operators

� IP65/66, Type 4/13
� Die-cast metal construction
� Chrome-plated

Plastic Latch with Contact Block

� Rugged snap-fit design for plastic or metal latch
� Stackable contact blocks
� Rotating collar for easy one-hand latch removal
� Color-coded contact block plungers for contact identification

Metal Latch with Contact Block

Legend Plate
  (Optional)

Operator

Mounting Ring
 (Included with
    Operator)

Latch

Contact Block(s)
       and/or
Power Modules
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Rockwell Automation Publication 800-TD008A-EN-P2

Assembly Overview3-Across x 2-Deep Back-of-Panel (6 Circuits Max.)

Bulletin 800FM Metal OperatorsBulletin 800FP Plastic Operators



IEC Push Button Specifications 800F 22.5 mm Push Buttons

Mechanical Ratings

Description Plastic (Bulletin 800FP) Metal (Bulletin 800FM)

Vibration (assembled to panel) Tested at 10…2000 Hz, 1.52 mm displacement (peak-to-peak) max./10 G max. for 3 hr duration, no damage

Shock Tested at 1/2 cycle sine wave for 11 ms; no damage at 100 G

Degree of protection‡ IP65/66 (Type 3/3R/4/4X/12/13) IP65/66 (Type 3/3R/4/12/13)

Mechanical durability per
EN 60947-5-1 (Annex C)

10 000 000
Cycles Momentary push buttons, momentary mushroom

1 000 000 Cycles Multi-function, selector switch, key selector switch, selector jog, SensEjectTM key selector switch

500 000 Cycles Non-illuminated push-pull E-stop§

300 000 Cycles Twist-to-release E-stop, illuminated push-pull E-stop§, alternate action push buttons

100 000 Cycles Potentiometer, toggle switch

Operating forces (typical with one contact block) Flush/extended = 5 N, E-stop = 36 N
Mushroom = 9 N

Operating torque
(typical application with one contact block) Selector switch = 0.25 N•m (2.2 lb•in)

Mounting torque
Plastic 1.7 N•m (15 lb•in)

Metal 4.4 N•m (40 lb•in)

Environmental

Temperature range (operating) -25…+70 °C (-13…+158 °F)♣
Temperature range (short term storage) -40…+85 °C (-40…+185 °F)

Humidity 50…95% RH from 25…60 °C (77…140 °F)

�Performance Data — Performance data given in this publication is provided only as a guide for the user in determining suitability and do not constitute a
performance warranty of any kind. Such data may represent the results of accelerated testing at elevated stress levels, and the user is responsible for
correlating the data to actual application requirements. ALL WARRANTIES AS TO ACTUAL PERFORMANCE, WHETHER EXPRESS OR IMPLIED, ARE
EXPRESSLY DISCLAIMED.

‡ Momentary mushroom operators are IP65. Plastic keyed operators are IP66, Type 4/13; not Type 4X.
§ Limit of four contact blocks max. for these devices.
♣ Operating temperatures below 0 °C (32 °F) are based on the absence of freezing moisture and liquids, UL Recognized to 55 °C (131 °F) - Incandescent module

max. 40 °C (104 °F).

Rockwell Automation Publication 800-TD008A-EN-P 3

Standards Compliance and Certifications

Certifications UR/UL, CSA, CCC, CE

Standards Compliance — CE Marked NEMA ICS-5; UL 508, EN ISO 13850, EN 60947-1, EN 60947-5-1, EN 60947-5-5

Terminal Identification EN/IEC 60947-1

Shipping Approvals ABS

RoHS �

Front-of-Panel (Operators)�
Specifications


	IEC Push Button Specifications Technical Data
	Bulletin 800F Plastic/Metal Operators
	Product Overview
	Specifications
	Front-of-Panel
	Back-of-Panel Components
	Material Listing

	Momentary Push Button Operators
	Non-Illuminated — Flush, Extended, Guarded
	Non-Illuminated — with Two-Color Molded Legend Caps
	Illuminated — Flush, Extended, Guarded

	Alternate Action Operators
	Pilot Light Operators
	Selector Switch Operators
	2-Position, Non-Illuminated
	2-Position, Illuminated
	3-Position, Non-Illuminated
	3-Position, Illuminated
	4-Position, Non-Illuminated

	Key-Operated Selector Switches
	2-Position, Non-Illuminated
	3-Position, Non-Illuminated

	Push-Pull Operators
	2-Position, Non-Illuminated — Twist-to-Release (Trigger Action), Push-Pull (Trigger Action)
	2-Position, Illuminated — Twist-to-Release (Trigger Action), Push-Pull (Trigger Action)
	2-Position, Non-Illuminated — Mushroom, Key Release (Trigger Action)
	3-Position, Illuminated & Non-Illuminated — Mushroom

	Momentary Push Button Operators
	Non-Illuminated — Mushroom
	Illuminated — Mushroom

	Momentary Multi-Operator
	2-Function, Non-Illuminated
	2-Function, Illuminated
	3-Function, Non-Illuminated

	Reset Operators
	Selector Push Button Operators
	Toggle Switch Operators
	Back-of-Panel Components
	Contact Blocks with Latch — Composite
	Power Modules with Latch — Composite
	Power Modules with Contact Blocks and Latch — Composite

	Assembled Stations with DeviceNet
	Legend Plates/Caps
	Two-Color Molded Legend Caps — Non-Illuminated Push Buttons
	Emergency Stop Legend Plates
	Push Button, Multi-Function Caps

	Approximate Dimensions
	Assembled Station Pin Out Chart

	Bulletin 598 General Purpose Push Button Enclosures
	Product Overview
	Specifications
	Operator Mounting/Sequence

	Bulletin 800FC 22.5 mm Configured Pendant Stations
	Operator Mounting/Sequence
	1-, 2-, and 3-Speed Operators
	Catalog Number Explanation
	Configured Pendant Stations

	Specifications
	Front-of-Panel
	Product Certifications
	Material Listing
	Back-of-Panel Components

	Approximate Dimensions
	Custom Text Fax/Scan Sheet

	Bulletin 800FD 22.5 mm Monolithic Push Buttons
	Momentary Push Button Operators
	Non-Illuminated

	Pilot Light Devices
	Selector Switch Operators
	Push-Pull/Twist-to-Release Mushroom Operators
	Specifications
	Standards Compliance and Certifications

	Approximate Dimensions

	Bulletin 800B 16 mm Push Buttons
	Specifications
	Standards Compliance and Certifications

	Operator Assembly Sequence
	Approximate Dimensions

	Bulletin 800MR IEC Oiltight Operators
	Momentary Contact Push Button Units, Illuminated
	2-Position Push-Pull and Push-Pull/Twist Release and 3-Position Push-Pull Units
	Non-Illuminated
	Illuminated

	Selector Switch Units
	2-Position, Non-Illuminated
	3-Position, Non-Illuminated
	4-Position, Non-Illuminated
	2-Position and 3-Position Knob/Lever Type, Illuminated
	4-Position Knob/Lever Type, Illuminated

	Pilot Light Units
	Wobble Stick Units

	Bulletin 800MB IEC Oiltight Operators
	Momentary Contact Push Button Units
	Non-Illuminated
	Illuminated
	Dual Operator, Non-Illuminated

	Pilot Light Units

	Bulletin 800MR/800MB IEC Oiltight Operator Specifications
	Certifications
	Standard Contact Ratings
	Logic Reed Contact Ratings
	Wire Capacity
	Approximate Dimensions

	Back Cover



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 1
  /Optimize true
  /OPM 1
  /ParseDSCComments false
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts false
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Average
  /ColorImageResolution 300
  /ColorImageDepth 8
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 2.00000
  /EncodeColorImages true
  /ColorImageFilter /FlateEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Average
  /GrayImageResolution 300
  /GrayImageDepth 8
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 2.00000
  /EncodeGrayImages true
  /GrayImageFilter /FlateEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Average
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice




